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Environmental Protection Agency § 60.112a 

in accordance with methods described 
in American Petroleum Institute Bul-
letin 2517, Evaporation Loss from Ex-
ternal Floating-Roof Tanks, Second 
Edition, February 1980 (incorporated by 
reference—see § 60.17). 

(g) Reid vapor pressure is the absolute 
vapor pressure of volatile crude oil and 
nonviscous petroleum liquids, except 
liquified petroleum gases, as deter-
mined by ASTM D323–82 or 94 (incor-
porated by reference—see § 60.17). 

(h) Liquid-mounted seal means a foam 
or liquid-filled primary seal mounted 
in contact with the liquid between the 
tank wall and the floating roof con-
tinuously around the circumference of 
the tank. 

(i) Metallic shoe seal includes but is 
not limited to a metal sheet held 
vertically against the tank wall by 
springs or weighted levers and is con-
nected by braces to the floating roof. A 
flexible coated fabric (envelope) spans 
the annular space between the metal 
sheet and the floating roof. 

(j) Vapor-mounted seal means a foam- 
filled primary seal mounted continu-
ously around the circumference of the 
tank so there is an annular vapor space 
underneath the seal. The annular vapor 
space is bounded by the bottom of the 
primary seal, the tank wall, the liquid 
surface, and the floating roof. 

(k) Custody transfer means the trans-
fer of produced petroleum and/or con-
densate, after processing and/or treat-
ing in the producing operations, from 
storage tanks or automatic transfer fa-
cilities to pipelines or any other forms 
of transportation. 

[45 FR 23379, Apr. 4, 1980, as amended at 48 
FR 3737, Jan. 27, 1983; 52 FR 11429, Apr. 8, 
1987; 65 FR 61756, Oct. 17, 2000] 

§ 60.112a Standard for volatile organic 
compounds (VOC). 

(a) The owner or operator of each 
storage vessel to which this subpart ap-
plies which contains a petroleum liquid 
which, as stored, has a true vapor pres-
sure equal to or greater than 10.3 kPa 
(1.5 psia) but not greater than 76.6 kPa 
(11.1 psia) shall equip the storage vessel 
with one of the following: 

(1) An external floating roof, con-
sisting of a pontoon-type or double- 
deck-type cover that rests on the sur-
face of the liquid contents and is 

equipped with a closure device between 
the tank wall and the roof edge. Except 
as provided in paragraph (a)(1)(ii)(D) of 
this section, the closure device is to 
consist of two seals, one above the 
other. The lower seal is referred to as 
the primary seal and the upper seal is 
referred to as the secondary seal. The 
roof is to be floating on the liquid at 
all times (i.e., off the roof leg supports) 
except during initial fill and when the 
tank is completely emptied and subse-
quently refilled. The process of 
emptying and refilling when the roof is 
resting on the leg supports shall be 
continuous and shall be accomplished 
as rapidly as possible. 

(i) The primary seal is to be either a 
metallic shoe seal, a liquid-mounted 
seal, or a vapor-mounted seal. Each 
seal is to meet the following require-
ments: 

(A) The accumulated area of gaps be-
tween the tank wall and the metallic 
shoe seal or the liquid-mounted seal 
shall not exceed 212 cm2 per meter of 
tank diameter (10.0 in 2 per ft of tank 
diameter) and the width of any portion 
of any gap shall not exceed 3.81 cm (11⁄2 
in). 

(B) The accumulated area of gaps be-
tween the tank wall and the vapor- 
mounted seal shall not exceed 21.2 cm2 
per meter of tank diameter (1.0 in2 per 
ft of tank diameter) and the width of 
any portion of any gap shall not exceed 
1.27 cm (1⁄2 in). 

(C) One end of the metallic shoe is to 
extend into the stored liquid and the 
other end is to extend a minimum 
vertical distance of 61 cm (24 in) above 
the stored liquid surface. 

(D) There are to be no holes, tears, or 
other openings in the shoe, seal fabric, 
or seal envelope. 

(ii) The secondary seal is to meet the 
following requirements: 

(A) The secondary seal is to be in-
stalled above the primary seal so that 
it completely covers the space between 
the roof edge and the tank wall except 
as provided in paragraph (a)(1)(ii)(B) of 
this section. 

(B) The accumulated area of gaps be-
tween the tank wall and the secondary 
seal used in combination with a metal-
lic shoe or liquid-mounted primary seal 
shall not exceed 21.2 cm2 per meter of 
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tank diameter (1.0 in2 per ft. of tank di-
ameter) and the width of any portion of 
any gap shall not exceed 1.27 cm (1⁄2 
in.). There shall be no gaps between the 
tank wall and the secondary seal used 
in combination with a vapor-mounted 
primary seal. 

(C) There are to be no holes, tears or 
other openings in the seal or seal fab-
ric. 

(D) The owner or operator is exempt-
ed from the requirements for secondary 
seals and the secondary seal gap cri-
teria when performing gap measure-
ments or inspections of the primary 
seal. 

(iii) Each opening in the roof except 
for automatic bleeder vents and rim 
space vents is to provide a projection 
below the liquid surface. Each opening 
in the roof except for automatic bleed-
er vents, rim space vents and leg 
sleeves is to be equipped with a cover, 
seal or lid which is to be maintained in 
a closed position at all times (i.e., no 
visible gap) except when the device is 
in actual use or as described in 
pargraph (a)(1)(iv) of this section. 
Automatic bleeder vents are to be 
closed at all times when the roof is 
floating, except when the roof is being 
floated off or is being landed on the 
roof leg supports. Rim vents are to be 
set to open when the roof is being 
floated off the roof legs supports or at 
the manufacturer’s recommended set-
ting. 

(iv) Each emergency roof drain is to 
be provided with a slotted membrane 
fabric cover that covers at least 90 per-
cent of the area of the opening. 

(2) A fixed roof with an internal 
floating type cover equipped with a 
continuous closure device between the 
tank wall and the cover edge. The 
cover is to be floating at all times, 
(i.e., off the leg supports) except during 
initial fill and when the tank is com-
pletely emptied and subsequently re-
filled. The process of emptying and re-
filling when the cover is resting on the 
leg supports shall be continuous and 
shall be accomplished as rapidly as 
possible. Each opening in the cover ex-
cept for automatic bleeder vents and 
the rim space vents is to provide a pro-
jection below the liquid surface. Each 
opening in the cover except for auto-
matic bleeder vents, rim space vents, 

stub drains and leg sleeves is to be 
equipped with a cover, seal, or lid 
which is to be maintained in a closed 
position at all times (i.e., no visible 
gap) except when the device is in ac-
tual use. Automatic bleeder vents are 
to be closed at all times when the cover 
is floating except when the cover is 
being floated off or is being landed on 
the leg supports. Rim vents are to be 
set to open only when the cover is 
being floated off the leg supports or at 
the manufacturer’s recommended set-
ting. 

(3) A vapor recovery system which 
collects all VOC vapors and gases dis-
charged from the storage vessel, and a 
vapor return or disposal system which 
is designed to process such VOC vapors 
and gases so as to reduce their emis-
sion to the atmosphere by at least 95 
percent by weight. 

(4) A system equivalent to those de-
scribed in paragraphs (a)(1), (a)(2), or 
(a)(3) of this section as provided in 
§ 60.114a. 

(b) The owner or operator of each 
storage vessel to which this subpart ap-
plies which contains a petroleum liquid 
which, as stored, has a true vapor pres-
sure greater than 76.6 kPa (11.1 psia), 
shall equip the storage vessel with a 
vapor recovery system which collects 
all VOC vapors and gases discharged 
from the storage vessel, and a vapor re-
turn or disposal system which is de-
signed to process such VOC vapors and 
gases so as to reduce their emission to 
the atmosphere by at least 95 percent 
by weight. 

[45 FR 23379, Apr. 4, 1980, as amended at 45 
FR 83229, Dec. 18, 1980] 

§ 60.113a Testing and procedures. 

(a) Except as provided in § 60.8(b) 
compliance with the standard pre-
scribed in § 60.112a shall be determined 
as follows or in accordance with an 
equivalent procedure as provided in 
§ 60.114a. 

(1) The owner or operator of each 
storage vessel to which this subpart ap-
plies which has an external floating 
roof shall meet the following require-
ments: 

(i) Determine the gap areas and max-
imum gap widths between the primary 
seal and the tank wall and between the 
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